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GENERAL AND SEWER NOTES:

ALL WORK SHALL CONFORM TO THE CITY OF BEAUMONT ROAD IMPROVEMENT
STANDARDS AND SPECIFICATIONS, AND RIVERSIDE COUNTY ORDINANCE 461 AND

SUBSEQUENT AMENDMENTS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CLEARING OF THE PROPOSED
WORK AREA AND RELOCATION COSTS OF ALL EXISTING UTILITIES. PERMITEE MUST
INFORM CITY OF CONSTRUCTION SCHEDULE AT LEAST 48 HOURS PRIOR TO
BEGINNING OF CONSTRUCTION: PHONE: (909) 879-8520

THE CONTRACTOR WILL INSTALL STREET NAME SIGNS CONFORMING TO COUNTY
STANDARD NO. 816.

ALL UNDERGROUND FACILITIES WITH LATERALS SHALL BE IN PLACE PRIOR TO
PAVING THE STREET SECTION INCLUDING, BUT NOT LIMITED TO THE FOLLOWING:
SEWER, WATER, ELECTRIC, GAS AND STORM DRAINS.

ALL STREET SECTIONS ARE TENTATIVE, ADDITIONAL SOIL TESTS SHALL BE TAKEN
AFTER ROUGH GRADING TO DETERMINE THE EXACT STREET SECTION
REQUIREMENTS.

ASPHALTIC EMULSION (FOG SEAL) SHALL BE APPLIED NOT LESS THAN FOURTEEN
DAYS FOLLOWING PLACEMENT OF THE ASPHALT SURFACING AND SHALL BE
APPLIED AT A RATE OF 0.05 GALLONS PER SQ. YARD. ASPHALTIC EMULSION
SHALL CONFORM TO SECTIONS 37, 39 AND 94 OF THE STATE STANDARD
SPECIFICATIONS.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO

INSTALL AND MAINTAIN ALL CONSTRUCTION, REGULATORY, GUIDE AND WARNING
SIGNS WITHIN THE PROJECT LIMITS AND ITS SURROUNDINGS AND TO PROVIDE
SAFE PASSAGE FOR THE TRAVELING PUBLIC AND WORKERS UNTIL THE FINAL
COMPLETION AND ACCEPTANCE.

CONSTRUCTION PROJECTS THAT DISTURB MORE THAN

FIVE ACRES MUST OBTAIN A NATIONAL POLLUTANT DISCHARGE ELIMINATION
SYSTEM (NPDES) PERMIT. OWNERS/DEVELOPERS ARE REQUIRED TO FILE A
NOTICE OF INTENT (NOI) WITH THE STATE WATER RESOURCES CONTROL BOARD
(SWRCB) AND PREPARE A STORM WATER POLLUTION PREVENTION PLAN (SWPPP)
AND MONITORING PLAN FOR THE SITE.

THE CONTRACTOR SHALL BEAR ALL COSTS FOR THE CORRECTION OR REMOVAL
AND REPLACEMENT OF DEFECTIVE WORK, AND ALL ADDITIONAL DIRECT AND
INDIRECT COSTS THE COUNTY OR DISTRICT MAY INCUR ON ACCOUNT OF DEFECTIVE
WORK, INCLUDING THE COSTS OF ADDITIONAL ADMINISTRATIVE, PROFESSIONAL,
CONSULTANT, INSPECTION, TESTING, AND OTHER SERVICES.

ALL SEWER MANHOLES SHALL BE CONSTRUCTED AS PER RIVERSIDE COUNTY
STANDARD DRAWING NO. 606, UNLESS OTHERWISE NOTED.

PRIOR TO CONSTRUCTION OF SEWER, CONTRACTOR SHALL EXPOSE EXISTING SEWER
AND VERIFY IT'S EXISTING ELEVATION AND LOCATION.

SEWER PIPE SHALL BE P.V.C. PIPE, SDR—35 AS SHOWN ON DRAWINGS.

ALL SEWER PIPE ELEVATIONS REFER TO FLOW LINE INVERT ELEVATION.

SEWER MAINS MAY BE LAID THROUGH THE MANHOLES AND USED AS A FORM FOR
THE INVERT.

IN NO CASE SHALL THE EXISTING SEWER SYSTEM BE ENTERED UNTIL ALL TESTING,
CLEANING AND FINAL INSPECTION IS COMPLETED. NO FLUSHING WATER OR DEBRIS SHALL
BE ALLOWED TO ENTER THE EXISTING SYSTEM.

SEWER PIPE ZONE AND TRENCH BACKFILL SHALL BE PLACED IN ACCORDANCE WITH

EMWD STANDARD DRAWINGS SB—-157, SB—158, SB—159.

ALL SEWER INLETS AT THE MANHOLE SHALL BE SUCH THAT ITS CROWN SHALL LEVEL WITH
THE CROWN OF THE OUTLET PIPE AT THEIR PROJECTIONS TO THE MANHOLE CENTERLINE.
NO EQUIPMENT OR MATERIALS MAYBE STORED ON THE CALTRANS RIGHT OF WAY.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT CALTRANS DRAINAGE
FACILITY IS CLEAN AND OPERATIONAL DURING CONSTRUCTION.

THE CONTRACTOR IS ADVISED THAT THE WORK ON THIS PROJECT MAY INVOLVE WORKING IN

CONFINED AIR SPACE. CONTRACTORS SHALL BE RESPONSIBLE FOR "CONFINED AIR SPACE”
ARTICLE 108, TITLE 8 CALIFORNIA ADMINISTRATIVE CODE.

PROTECTION AND RESTORATION
OF EXISTING IMPROVEMENTS

THE CONTRACTOR SHALL RESTORE, RELOCATE, AND REPAIR, REPLACE

OR REESTABLISH ALL EXISTING IMPROVEMENTS WITHIN THE PROJECT LIMITS WHICH
ARE NOT DESIGNATED FOR REMOVAL (E.G., CURBS, SIDEWALKS, DRIVEWAYS, FENCES,
WALLS, SPRINKLER SYSTEMS, SIGNS, UTILITY INSTALLATIONS, PAVEMENTS,
STRUCTURES, ETC.) WHICH ARE DAMAGED OR REMOVED AS A RESULT OF HIS
OPERATIONS AND NOT REQUIRED BY THE PLANS AND STANDARD SPECIFICATIONS.

ALL COSTS TO THE CONTRACTOR FOR PROTECTING, REMOVING, RESTORING,
RELOCATING, REPAIRING , REPLACING, OR REESTABLISHING EXISTING IMPROVEMENTS
SHALL BE CONSIDERED INCLUDED IN APPLICABLE BID ITEMS.

CITY OF BEAUMONT

COUNTY OF RIVERSIDE

St WER IMPROVEMENT PLANS
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SEWER CONSTRUCTION NOTES QUANTITY
@ —— CONSTRUCT 48" DIA. SEWER MANHOLE (SMH) PER PLANS AND PROFILE 2 EACH
AND PER R.C.R.D. STD No 606,607,608
() —— INSTALL 8" SDR PVC SEWER MAIN, BEDDING AND BACKFILL PER PLAN AND PROFILE 492 LF.
AND PER CITY OF BEAUMONT SPECIFICATIONS.
NOTICE TO CONTRACTOR:
CONTRACTOR SHALL INSPECT AND VERIFY PROJECT SITE @ —— INSTALL 4" DIAMETER PVC SEWER LATERAL WITH SEWER CLEANOUT PER R.C.R.D. 247 L.F.
CONDITIONS INCLUDING LOCATION AND ELEVATIONS OF STD 600 & 603 5 EACH
ALL EXISTING IMPROVEMENTS AND SHALL REPORT ALL
DISCREPANCIES TO THE ENGINEER PRIOR TO
CONSTRUCTION. () —— INSTALL BACKFLOW PREVENTION DEVICE AMERICAN FOUNDRY'S NH53-A OR EQUAL 3 EACH

SEAL
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“ Underground Service Alert RECOMMENDED FOR
, APPROVAL
"~\ Call: TOLL FREE
Y 1-800—-227-2600
TWO WORKING DAYS BEFORE YOU DIG

The private engineer signing these plans is responsible for the

accuracy and acceptability of the design hereon. In the event of DATE

di i isi ft it I duri truction, -

the private engineer shall be responsible for determining an ~ |DATE| BY |MARK APPR|DATE | CHECKED BY:

acceptable solution and revising the plans for approval by the ENGINEER REVISIONS CITY DATE

city. DESICNED _BY: BH DRAWN _BY: _BH CHECKED BY:

APPROVED BY

DATE

DIRECTOR OF PUBLIC WORKS

Urban Logic Consultants

CITY OF BEAUMONT

43577 Ridge Park Drive, Suite 200
Temecula, California 92590
Tel.: (957) 676-71944 Fax (957) 676-2054
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